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ABSTRACT
A recently developed spectrographic technique was used for the comparison of observed optical emission spectra from self-breakdown in air
of high current and high voltage impulse arcs which are often used to represent the respective components of a natural lightning strike for a
variety of lightning studies. These components are separated as it is practically impossible to simultaneously generate both in a single arc
within the laboratory. The high current aspect is typically related to the amount of damage a lightning arc does to an impacted object
and can be used to characterize conductivity properties, whereas the high voltage aspect is typically related to the attachment mechanism of
lightning to an object when creating a path to ground and can be used to characterize insulation properties. The spectra of a range of high
current arcs up to 100 kA and high voltage arcs up to 120 kV across a 14mm air-gap between a pair of hemispherical tungsten electrodes
were investigated and compared with the natural lightning reference spectrum reconstructed from the literature. All three spectra were found
to present similar trends, but the high voltage arc had notably lower blackbody radiation, indicating a less energetic and cooler arc. Further,
whereas atomic lines from oxygen and nitrogen were clearly present, an atomic line from argon was not prominent, indicating that the bulk
energy delivered into the air was in the range of 1400–1520 kJ/mol. The high current arc, much like natural lightning, delivered a bulk energy
greater than 1520 kJ/mol.
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Lightning is one of the most destructive and unpredictable forces
in nature; a natural lightning strike consists of an average current mag-
nitude of 30 kA, but can be 200 kA or higher, and potentials on the
order of tens of gigavolts within a couple of hundred microseconds.
There has been extensive scientific interest in studying such events,
and from the 1960s, numerous optical emission spectral methods were
developed and used to offer a greater insight into lightning mecha-
nisms. This was first achieved using traditional film technology1–4 and
moved onto digital camera techniques,5–8 typically focusing on the
ultraviolet to near-infrared wavelength range. Such methods have
proved to be successful in deriving characteristics such as arc tempera-
ture, pressure, electron density, and energy.9–13 However, the inher-
ently random and nonrepeatable nature of natural lightning has made
it very difficult to systematically study the phenomenon and to under-
stand lightning interactions and the impact on the surrounding envi-
ronment. This is particularly relevant in research fields related to the
safety and security of vulnerable transportation and the built environ-
ment. Reproducing repeatable lightning events within a controlled
laboratory environment allows a closer study and better understanding
using the same methods,14,15 but it is not possible to reproduce the
combined high current and high voltage components of a natural
lightning strike simultaneously, and so, for laboratory tests, either the
high current or the high voltage is reproduced representing an individ-
ual lightning impulse component.
High current lightning impulse generators are often designed to
replicate the destructive component of a lightning strike characterized
by a very large current impulse through a medium or onto a material.
It is this component, through the explosive expansion of air, which is
largely associated with thunder. Such generators can deliver 200 kA or
more within a duration of around 300 ls at voltages in tens of kilo-
volts, such as those reported in Ref. 16. These impulse parameters are
important when a clear path to ground cannot be achieved, meaning
that an object struck by lightning must absorb and distribute the full
energy of the strike. Such energy levels are of notable significance for
airborne commercial aircraft, which needs to be designed to conduct
worst-case lightning currents, whilst in flight, from the entry to exit
points, with minimal surface and bulk material damage and no disrup-
tion to flight control and fuel tanks.
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Alternatively, high voltage generators are often designed to repli-
cate the high voltage surges caused by a lightning strike through a
medium or onto an insulating material. It is this component, through
the development of streamers and leaders, which is largely associated
with the forking of lightning arcs. Such generators can deliver hun-
dreds, even thousands, of kilovolts in less than 100 ls at currents in
the range of kiloamp, such as described in Ref. 17. These characteris-
tics are important for the safety and protection of infrastructure during
a lightning strike, which is of notable significance for the built environ-
ment, such as overhead electricity lines or electric rail networks, where
the lightning surges can travel along the network and cause break-
downs of insulation systems, leading to equipment damage and injury
to personnel.
In this work, a study was designed to investigate the optical emis-
sion spectra of laboratory generated high current and high voltage
lightning arcs under very similar experimental conditions, both of
which were then compared with the spectrum of a natural lightning
arc reconstructed from the literature. For the high current lightning
arc test, the 18/40 ls impulse D waveform from the EUROCAE ED84
aerospace standard18 was chosen for peak currents of 40, 60, 80, and
100 kA. For the high voltage lightning arc test, the 1.2/50 ls impulse
standard waveform from the IEC 60060 standard on the high voltage
measurement and testing techniques19 was chosen with peak voltages
of 60, 80, 100, and 120 kV. The natural lightning reference was recon-
structed from Ref. 2, as had been done in Ref. 14, which used a variety
of traditional photographic films across multiple overlapping wave-
length ranges with varying light intensity and background levels.
However, as light intensity across each film could not be normalized, it
only acts as a qualitative comparison for the position and approximate
relative intensity of the atomic lines.
The experiment was designed such that the same test electrode
and measurement apparatus were used with the generated lighting
waveform connected to either a high current or high voltage source. A
pair of 60mm diameter hemispherical polished tungsten vertically
aligned electrodes were separated by an air gap of 14mm with the top
electrode connected to the energization terminal and the bottom elec-
trode connected to ground; the distance between the electrodes was
designed to ensure that self-breakdown would occur at the lowest
generator charging voltage of 22 kV, i.e., the 40 kA peak high current
lightning arc test. Tungsten was chosen as the electrode material as it
is a material which can better withstand the numerous lightning
strikes required during experimentation with minimal damage but,
more importantly for this study, for having relatively few spectral
atomic lines across the ultraviolet to infrared range compared to other
metals. The electrodes were securely mounted within an electromag-
netically shielded light-tight chamber, such that the only light present
was that from the arc, which also contained an optic fiber used
to transport the light to an external spectrograph. The spectrograph
consisted of a slit, which was adjusted to 100nm to control the signal-
to-noise ratio of incoming light and spectral atomic line sharpness,
and a 1200 line/mm grating giving a 0.6 nm resolution across a
570nm bandwidth. A second grating of 900 line/mm was also used
giving a 0.2 nm resolution across a 140nm bandwidth with the result-
ing images stitched together to create a broader spectrum as described
in Ref. 20. A spectral range of 450nm–900 nm was chosen as this is
the typical range used in numerous previous studies, with the spectro-
graph being calibrated beforehand using a mercury-argon light source.
During the experiments, the shutter on the spectrograph was left open
for 5 s to ensure that all light from the arc was captured, with the arc
occurring roughly in the middle of the exposure. Any data which con-
tained anomalies, such as cosmic ray spikes, were disregarded, and the
experiment was repeated. A schematic of the experimental setup is
shown in Fig. 1.
The waveform of each generator was first recorded to ensure
compliance with each relevant standard. For the high current genera-
tor, a Rogowski coil with an active integrating circuit positioned before
the top electrode was used to measure the short circuit current wave-
form during breakdown, recording the results shown in Fig. 2(a). The
corresponding peak charging voltages were set as given in Table I. For
the high voltage generator, a voltage divider positioned before the
energization electrode was used to measure the open circuit voltage
waveform, with the results shown in Fig. 2(b). The corresponding
peak currents were measured as given in Table II. Both the high cur-
rent and high voltage waveforms were found to be in accordance with
their relevant standards.
Using the 1200 line/mm spectrograph grating and starting with
the high current generator at 40 kA, four lightning strikes were carried
out with the light from each being recorded by the spectrograph. The
spectra were averaged to produce a single spectrum. The current gen-
erator was then switched to 60 kA, and the experiment was repeated
until 100 kA was reached. The results are shown in Fig. 3(a). The high
voltage generator was then used, and the above steps were repeated for
60 kV–120 kV. The results are shown in Fig. 3(b). It can be seen that,
as both the high current and the high voltage peak magnitude increase,
the blackbody radiation level and intensity of the atomic lines also
increase. This is as expected as, in both the cases, the amount of energy
released is also increasing. It can also be seen that the blackbody radia-
tion level is higher for the high current arc in comparison to the high
voltage arc. An accurate measure of either the temperature or the
energy cannot be obtained because the data consist of an integrated
spectrum across all light during the lifetime of the arc, but the trends
can be used to infer a higher temperature and energy.21
For a more detailed comparison at a higher atomic line resolu-
tion, the 900 line/mm spectrograph grating was selected and a stitch-
ing method was used to create a broad spectrum. This was done for
the maximum value of each generator of 100 kA and 120 kV as these
spectra displayed the most prominent trends. The results are shown in
Fig. 4(a), which shows the same trends as Fig. 3. Each spectrum was
then converted into an intensity plot and compared with the natural
FIG. 1. A schematic of the experimental setup (not to scale) showing the two genera-
tors, electrode arrangement, and spectrograph. Either the high current generator or
the high voltage generator is connected to the energization electrode at any one time.
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lightning reference as shown in Fig. 4(b). Prominent atomic lines have
been be identified, all of which are constituents of the air, such as NI,
OI, ArI, and helium, with the addition of several lines mostly in the
region of 450–600nm of WI from the electrodes. Higher order ioniza-
tion states such as NII and OII are not included or discussed here with
more comprehensive references being found in Refs. 2 and 22.
The majority of clearly identifiable atomic lines are present in all
three spectra as presented in Fig. 4. However, there is a peak between
810 and 812nm present in the high current arc and natural lightning
reference which is barely visible in the high voltage arc. This wave-
length region corresponds to the most prominent argon line in the
observed 450–900nm range at 811.53 nm, with a second less promi-
nent line very close at 810.37 nm. The lack of these atomic lines in the
high voltage spectrum can be explained by considering the first ioniza-
tion energies of the four observed elements: tungsten, 770 kJ/mol; oxy-
gen, 1313.9 kJ/mol; nitrogen, 1402.3 kJ/mol; and argon, 1520.6 kJ/mol.
Argon requires the largest amount of energy to be ionized, and it
appears that, although the high voltage arc has sufficient energy to ion-
ize nitrogen, it does not have the energy content required to ionize
argon. This suggests that the amount of energy the high voltage arc
delivers into the air is between that of nitrogen and argon, i.e., approxi-
mately 1400 and 1520 kJ/mol. As nitrogen lines are always visible
across 60–120 kV as seen earlier in Fig. 3, this energy range also applies
to those voltages. As argon is present in both the high current and
natural lightning references, both the energies delivered into the air by
these arcs must be greater than 1520 kJ/mol. Similarly, as the argon
lines are visible across 40–100 kA, this must also apply to those arcs.
It is important to note that these values are related to the bulk
energy of the lightning arc itself and not the individual energy of the
electrons traveling between the electrodes within the arc. For the high
current experiments, there is a high flow of charge accelerated across a
high electromagnetic field; the probability of individual electrons
encountering and ionizing argon atoms within the air was high simply
due to the large number of electrons within the arc, and overall, this
resulted in a strong atomic line. For the high voltage experiments,
FIG. 2. (a) The measured peak current waveforms for the high current generator
complying with the relevant standard.16 (b) The measured peak voltage waveforms
for the high voltage generator complying with the relevant standard.17
TABLE I. The corresponding generator charging voltage for each respective output
peak current.
Generator charging voltage (kV) 22 32 43 54
Output peak current (kA) 40 60 80 100
TABLE II. The corresponding peak current measured for each respective high volt-
age setting.
Measured peak current (kA) 2.2 2.9 3.6 6.3
High voltage setting (kV) 60 80 100 120
FIG. 3. (a) The spectra for various high current waveforms and (b) high voltage
waveforms representing individual components of a natural lightning strike.
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there was a relatively low flow of charge, but it is accelerated across a
higher electromagnetic field. Each individual electron had more kinetic
energy than in the previous case, but the probability of encountering
and ionizing an argon atom was low due to the small number of elec-
trons within the arc, and overall, this resulted is a weak atomic line.
In summary, the high current and high voltage spectra are com-
parable to the natural lightning reference, with each presenting a fairly
accurate representation for use in laboratory testing to gain knowledge
of the lightning phenomenon. Differences lie in the level of blackbody
radiation and relative peaks and broadening of atomic lines, indicating
that a high voltage arc is less energetic and cooler. Further analysis
indicates that the energy a 60–120 kV high voltage arc can deliver into
a medium is between 1400 and 1520 kJ/mol, whereas the energy a
40–100 kA arc can deliver is more than 1520 kJ/mol, with the latter
being most similar to a natural lightning arc.
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FIG. 4. (a) The spectrum of the generated high current and high voltage lightning
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